
 
 
 

Samarate (Milan), Italy  - Techflow Design & Manufacturing Inc . announces it’s fifth open 
house to introduce the latest in Co-Extrusion technology commencing April 28th -  May 9th, 2008. 
The open house to take place again at our associated European headquarters in Samarate, Italy 
which is located just North of Milan. To arrange a formal invitation contact Techflow Design & 
Manufacturing Inc. either by phone # 905-542-2064 or through email at info@techflowdesign.com     
 
Blown Film Co-Extrusion Line (A-B-C) for the produc tion of LDPE-LLDPE-EVA Film  
 
Provided below is a technical list of machinery tha t we will be presenting   
 

·  ZG Extruder: Extruders are comprised of two 65mm for the skins and 90mm in the center. All 
extruders are 30:1 L/D. 

·  Control Panel:  Terminal controller for all temperature zones. Panel is air conditioned 
·  DOSING AND GRAVIMETRIC FEEDING CONTROL BY WEIGHT LO SS SYSTEM for 3 layers co-

extrusion line with multi -function controller “DE4400”.  
·  ZG Extruders: Extruders are comprised of two 65mm for the skins and 90mm in the center. All 

extruders are 30:1 L/D  
·  Control Panel:  Terminal controller for all temperature zones. Panel is air conditioned 
·  DSS (Dual Spiral Die): Patented 450mm 3 layer Die, the benefits of this design include having an 

individual module to distribute the polymer along two separate spirals. The polymer from the extruder 
is split into two separate flow streams, which lead to two spiral distribution systems. The two 
individual layers are then recombined before they exit the die to produce a two-layer film or in this 
case 6 layer film 

·  Ultrasonic Ibc System – Multiple ultrasonic sensor configurations. 
·  Capacitive Scanner – To measure thickness of gauge, capacitive scanning head moves around the 

bubble 
·  Complete Automatic Gauge (Thickness) Control System  – Automatic Cooling Ring “Discovery IV” 
·  Oscillating Haul Off – 2,600mm Oscillating Haul Off 
·  Dual surface winder – 2,600mm dual surface winder complete with magazine, terminal touch screen 

and hydraulic roll discharge and maximum roll diameter of 1,000mm 
 

 
 

 
 
We would appreciate to be 
informed about your 
possible visit. Please feel 
free to call us for any 
further detail or if you 
require help in planning 
your trip. 
 


